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Cert. No.
LCIE 00 ATEX 6007

 Test Report

LCIE Ex 00.004


Date of Issue


 Customer: 
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M2BA 132M6A ExnAIIT3





Serial no.:
OAYD127-98/98-1
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 Insulation resistance
 Overload test





 > 200 M(
 Volts      400


Line 1
2,700 (
34 °C 


 


 Amps     11,12
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2,686 (


 rpm        940
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 High-voltage test 








 2320 V   60 s
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U[V]
f[Hz]
I[A]
P1 [kW]
P2 [kW]
n[r/min]
cos(
( [%]

 No-load test

 400,0 D 
 50
    5,84
    0,3793

  



 Locked-rotor test

 100,0 D
 50
    9,49
    0,863


   













 Temperature-rise test

 400,0 D
 50
    9,49
    4,797
  4,0
  960,6
   0,7631
  83,9

 





















 Temperature rise at amb. temp. 36 (C
 Temperature rise at amb. temp. 36 (C
 Measurement method
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  1
Resistance

 Stator winding

75,4
1
 Frame

42,5
2
  2
Thermometer





 Bearing

44
3
  3
Thermocouples





















 



  Noise:       54,8 Lp dB(A)



  Vibration:  0,58 mm/s









Manufactured and tested in accordance with rules of IEC 34-1.



On behalf of customer








On behalf of manufacturer
Date of test
2000-12-22
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