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ABB AB

Force Measurement

S-721 59 Västerås, Sweden

Phone:	 +46 21 32 50 00

Fax:	 +46 21 34 00 05

Internet:	 www.abb.com/pressductor

Contact us

Supplied equipment
In the last four years ABB Force Measurement has supplied 
71 Pressductor Radial Tensiometer Load Cells (PRT load cells 
model PFRL 101D) and 28 Control Units to almost 30 running 
installations at Lindauer Dornier customer sites worldwide.

Pressductor Radial Tensiometer Load Cells (PRT load cells) 
installed in film stretching machines from Lindauer Dornier.

No matter what the wrap angle is or where the mea-
surement roll is located on the machine, the PRT load cell 
is simply rotated to pick up the ideal measurement force 
component.

An ABB PRT load cell (Pressductor Radial Tensiometer Load Cell) mounted 
at the first roll of a Take-up transfer unit in a film production line.

Data for film stretching machines

Complete film production lines for BOPET (biaxially-oriented polyester) 

or BOPP (biaxially-oriented polypropylene) film

Film width up to 9000 mm

Film thickness up to 350 �+m

Film speed up to 550 m/min

ABB load cells installed, especially in the 

Take-up transfer units for film tension mea-

surement and speed control

Pressductor Radial 

Tensiometer Load Cells 

(PRT), model PFRL 101D


